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BUREAU OF LAND MANAGEMENT 


U.S. DEPARTMENT OF THE INTERIOR 


On most BLM recreation sites firewood is provided for public use, 
either by contract or force account crew. ‘This firewood is probably 
stacked at some point in the site, or some effort made to distribute 
it to picnic units. Each of these systems may, and often does, 
result in scattered pieces, unsightly conditions, extra work for 
maintenance personnel, and a dis-service to the user public. 


Four sites on the Salem District have been equipped with a firewood 
receptacle or bin which has proven through two seasons of use to 

solve all these problems. Located at one or more strategic points 

on the site, they greatly simplify the supply problem. Firewood is 
simply unloaded into these bins from a truck. The public then selects 
what is needed for each fire. Thus no extra firewood is scattered 
about the picnic units and the maintenance work is made easier. 


These bins are relatively inexpensive, and can be erected by one man 
in an hour's time. 


Bill of materials 
16 - posts, pressure treated (penta), 3" x 8' with 5/8" hole 
drilled 2" in from each end. Holes must be on exactly 
the same plane and in the same direction. Cost @ $1.20 ea. 
$19.20 
= nods’) reinforcing steal, 1/2" « 5tCeat, 6 S206 =9 sue 


Total cost per bin = $20.64 


Fig. 2. Detail of corner. Note reinforcing rod 
bent over at top. 
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Procedure 


Two posts are placed on the ground with the holes near the end of each 
post lined up. A reinforcing rod is thrust through the holes and 
partially driven into the ground. These posts are then spread to a 

90 degree angle and the other ends used to line up two other corners. 
The first posts from these corners are arranged to form a square and 
the fourth rod driven. The remaining posts are then "threaded" onto 
the rods in alternating arrangement (see photo) until bin is completed 
at four posts high. (Photo shows five posts, but these are smaller. 
Four 3" posts are high enough.) After all posts are on, the rods are 
driven into the ground until three inches above the top post protrudes. 
This three inches of each rod is then bent over along the top post, 
completely securing the structure. 


A "firewood" sign may be installed at a suitable location. 


This was adopted under the Bureaus Incentive Awards Program and a cash 
award has been made to a Salem District employee. 


BLM Library 
Denver Federal Center 
Bidg. 85, OC-521 
P.O. Box 25047 
Denver, CO 80225 
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